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PRODUCT SUBMITTAL DATA
ECONOMY COLOR CODE TAPE

DESCRIPTION: Self adhesive pipe banding tape is excellent eco-
nomical product for use on pipe marking projects.

USE: To mark pipes to color code specifications.

COMPLIANCE: ASME (ANSI) A13.1-2007

Craftmark’s Pipe Tape meets the specifications 
for pipe color schemes. Rich colors provide 
immediate identification of pipe color fields.

FEATURES
 •  90 Foot Rolls
 •  Available in 3 stock widths.
 •  9 stock colors
 •  Aggressive adhesive sticks to most pipe & pipe
    covering surfaces
 

•STANDARD COLORS

RED

BLUE

GREEN

YELLOW

ORANGE

BLACK

BROWN

WHITE

GRAY
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DURAMARK™ SELF-STICK PIPE MARKER (Continued)

ADHESIVE:  Permanent, Aggressive acrylic pressure sensitive adhesive.  Sticks to most pipe and pipe
  covering materials.

SURFACE PREPARATION:  Surface should be dry, oil free, dirt free and above the minimum application
        temperature.

SERVICE TEMPERATURE:  -40°F to 150°F (-40°C to 93°C)

APPLICATION TEMPERATURE:  Minimum application temperature of 50°F (10°C)

AVERAGE OUTDOOR DURABILITY:  2 years outdoor - mid continental U.S.

CHEMICAL RESISTANCE:  GOOD

MOISTURE RESISTANCE:  GOOD

ABRASION RESISTANCE:  GOOD

GLOSS:  40 Gardner units (20° test)

STORAGE STABILITY:  2 years typical at 70°F (21°C) at 50% relative humidity




